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10  12.5  16  20  25  31.5  40  50  63  80  100  125  160 
gΔL (land) 
(dB) 
6.0  6.0  5.8  5.6  5.4  5.2  5.0  4.7  4.3  3.7  3.0  1.8  0.0 
gΔL  (sea) 
(dB) 
6.0  6.0  6.0  6.0  6.0  5.9  5.9  5.8  5.7  5.5  5.2  4.7  4.0 
σΔL  
 (dB) 
4.9  5.9  4.6  6.6  8.4  10.8  11.4  13.0  16.6  19.7  21.2  20.2  21.2 










































Height: 0.05 m Height: 0.35 m Height: 0.65 m
Height: 0.95 m Height: 1.25 m Height: 1.55 m












































50  63  80  100  125  160  200  250  315  400  500  630 
a  
(dB/km) 
0.07  0.11  0.17  0.26  0.38  0.55  0.77  1.02  1.3  1.6  2.0  2.4 
Frequency 
(Hz) 
800  1000  1250  1600  2000  2500  3150  4000  5000  6300  8000  10000
a  
(dB/km) 




















































































































































































































































































































































































































































































































































































































































































































































































Total LWA  106.0    105.2  106.5 
Frequency    Relative  Used in calculations 
10  45.2  ‐60.8  44.4  45.7 
12.5  49.9  ‐56.1  49.1  50.4 
16  56.3  ‐49.7  55.5  56.8 
20  65.9  ‐40.1  65.1  66.4 
25  70.4  ‐35.6  69.6  70.9 
31.5  70.3  ‐35.7  69.5  70.8 
40  74.9  ‐31.1  74.1  75.4 
50  77.9  ‐28.1  77.1  78.4 
63  87.0  ‐19.0  86.2  87.5 
80  86.2  ‐19.8  85.4  86.7 
100  92.1  ‐13.9  91.3  92.6 
125  89.3  ‐16.7  88.5  89.8 
160  90.0  ‐16.0  89.2  90.5 
200  91.4  ‐14.6  90.6  91.9 
250  90.4  ‐15.6  89.6  90.9 
315  91.9  ‐14.1  91.1  92.4 
400  92.0  ‐14.0  91.2  92.5 
500  92.6  ‐13.4  91.8  93.1 
630  95.6  ‐10.4  94.8  96.1 
800  95.5  ‐10.5  94.7  96.0 
1000  96.9  ‐9.1  96.1  97.4 
1250  96.9  ‐9.1  96.1  97.4 
1600  95.0  ‐11.0  94.2  95.5 
2000  95.2  ‐10.8  94.4  95.7 
2500  92.8  ‐13.2  92.0  93.3 
3150  91.6  ‐14.4  90.8  92.1 
4000  89.9  ‐16.1  89.1  90.4 
5000  84.1  ‐21.9  83.3  84.6 
6300  80.8  ‐25.2  80.0  81.3 
8000  78.8  ‐27.2  78.0  79.3 
10000  77.8  ‐28.2  77.0  78.3 
 
